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67-64-1 ACETONE
71-36-3 N-BUTANOL
108-88-3 TOLUENE
**% TTI PHYSICAL DATA k%
**PRODUCT INFORMATION
BOILING POINT ¢+ NA (F) NA (C) % VOLATILE BY VOLUME: &0
VAPOR PRESSURE(20 C): NA MM HG EVAPORATION RATE 1<1
VAPOR DENSITY(AIR=1): NA (BUTYL ACETATE=1)
FREEZING POINT ¢ NA (F) NA (C) SPECIFIC GRAVITY :0.8
MELTING POINT ¢ NA (F) NA (C) (WATER=1)
PHYSICAL STATE : LIQUID DENSITY 1826.7 KG/M3
ODOR ¢ PUNGENT ACID/ALKALINITY : UNKNOWN MEG/
COLOR ¢ PINK PH tNA

ODOR THRESHOLD : 100 (PPM)

SOLUBILITY IN WATER(20C): REACTS

SOLUBILITY IN ORGANIC SOLVENT: SOLUBLE, TOLUENE
(STATE SOLVENT)

N-BUTANOL

BOILING POINT : 244 ( F) 117 ( C)
VAPOR PRESSURE(20 C) : 4.2 MM HG

VAPOR DENSITY(AIR=1) : 2.6

ACETONE

BOILING POINT : 133 ( F) 56 ( C)
VAPOR PRESSURE(20 C) : 250 MM HG

VAPOR DENSITY(AIR=1) : 2

ISOPROPANOL

BOILING POINT : 180 ( F) 82 ( C)

VAPOR PRESSURE(20 C) : 9 MM HG

VAPOR DENSITY(AIR=1) : 2.6

TOLUENE

BOILING POINT : 230 ( F) 110 ( C)
VAPOR PRESSURE(20 C) : 28 MM HG

VAPOR DENSITY(AIR=1) : 3.2

TRADE SECRET COMPONENT
BOILING POINT

VAPOR PRESSURE(20 C)
VAPOR DENSITY(AIR=1)

334 ( F) 168 ( C)
MM HG

N
o

7.2
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